
LUNAR V LED DIRECTIONAL LIGHTING - BOX / STAKE MOUNT

A SOLID BRASS COMPACT ACCENT LUMINAIRE

Type:             / Project:          

Fixture Description:
The LUNAR SERIES has been designed to provide 
discreet energy saving 3W LED accent illumination.  
Made from solid brass, they are extremely durable and 
compact, allowing them to provide maximum controlled 
adjustable aim illumination in a small decorative 
housing.  The fixtures are available in many hand etched 
metal finishes.  These finishes age gracefully 
as the brass fixture weathers naturally in the landscape 
environment.  A dual lightsource version is available (see 
spec sheet for DL-191-LED Lunar V - 2 light).

Specifications:
Construction:  Solid brass construction with optional 
lenses and light control accessories.  Also available as 
a canopy mount or ground mount accent light (see spec 
sheet for DL-133-LED Lunar III).
Lamp:  
2 - 3 watt 12 volt LED 2700K (other color temps 
available).  
Elec. Requirements:  Requires remote 12 volt source.
Mountings:  1/2” NPT, box mount, stake mount
Labels:
ETL Listed Damp Location - Conforms to UL1598, 
Certified Canada CSA 22.2

Options:
Diffusers:  Diffusion and linear lens.  
See ordering chart below.

WARNING:  Solid state transformers may not be 
compatible with our LED products.  
Recommended power supplies:  Use either 
approved magnetic transformers or approved 
LED electronic drivers.
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Lamping: 3 Watt LED

Cat. No: DL-190 LED (Lunar V Stake Mount) - ____ - ____ - ____  

 DL-192 LED (Lunar V Box Mount) - ____ - ____ - ____

Cat. Number Description 

DL-190 LED Lunar V for LED lamping - stake mount
DL-192 LED Lunar V for LED lamping - box mount

DL-224 Honeycomb Louver
DL-226 Diffusion Lens
DL-227 Linear Lens
DL-228 Clear Lens 

To Form a
Catalog Number:

Which Specifies:

Part No. Lens 1 Lens 2 Finish      
DL-102  228 226 5  

DL-190 LED Clear Lens Diffusion Lens Ancient Bronze  
Stake Mount    
     
   
     
 

FRONT 
ELEVATION

SIDE 
ELEVATION

STAKE
MOUNT

BOX
MOUNT

2 - Lens
Holders

2 - 3W LED
Light Engines

180°
Rotation

4-1/8”

4-1/2”

1/2” NPT

2-3/4”

7-3/4”

4-1/2” SQ.

3”

Finishes: 1) Verdè   2) Satin Nickel   3) Copper Bronze   4) White*   5) Ancient Bronze   6) Brass  
  Bronze   7) Custom   8) Copper Plate   9) Ancient Verdè   10) Grey Broze  11) Rust Brown*
  12) Black*   13) Pewter

Lamps: 3W LED 2700K Flood
  * Powder coat finish
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