
NAPA 
EB2924
BOLLARDS

PROJECT

EB2924-BK
Black

EB2924-BN
Brushed Nickel

EB2924-WH
White

SPECIFICATION DETAILS
* For custom options, consult factory for details.

Fixture Dimensions L6-3/8" x W6-3/8" x H24"

Light Source LED

Wattage 12W

Total Lumens 1000lm

Delivered Lumens BK-648lm*; BN-795lm*;

Voltage 120V

Color Temperature 3000K

CRI (Ra) >90

Optional Color Temps 2700K - 5000K Available, Minimum Order Quantities
Apply

LED Rated Life 50,000 hours

Dimming Non-Dimming

Diffuser Details Clear PC Diffuser

Location Wet

Warranty 5 Years

DESCRIPTION
Architectural designed high powered LED exterior bollard fixture, 24″
height, 6″ die-cast aluminum square shaped housing with four
rectangular shaped openings in powder coated black, brushed nickel or
white finishes. Inside the top is our 120V AC LED technology concealed
by a clear 5VA acrylic diffuser which radiates the light downward and
throughout all openings and surrounding areas of the bollard. Certified
ETL wet location listed and is available in two different heights.
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Powder Coat Finish
BK - Black

BN - Brushed Nickel
WH - White

Clear Glass Diffuser
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