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INSTALLATION SHOULD BE CARRIED OUT BY YOUR LOCAL ELECTRICIAN.

WARNING: READ PRIOR TO ATTEMPTING INSTALLATION.
ALWAYS TURN OFF MAIN POWER BEFORE INSTALLATION.

15240 INSTALLATION INSTRUCTIONS FOR 16-INCH SHADE WITH 12" STEM MOUNT

WARNING

e Risk of fire. Use 120/277V circuit.

e Risk of shock. An electric current can cause painful shock or serious injury unless handled properly. For your safety, always
remember to turn off the power supply at the fuse or circuit breaker box before you install the fixture and ground the fixture to
avoid potential electric shocks and to ensure reliable starting.

e Risk of cuts. Some metal parts in the fixture may have sharp edges. To prevent cuts and scrapes, wear gloves when handling the
parts.

e This fixture is designed for use in a circuit protected by a fuse or circuit breaker. It is also designed to be installed in accordance
with local electric codes.

e If you are unsure about your wiring, consult a qualified electrician or a local electrical inspector, and check your local electric

code.
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15240 INSTALLATION INSTRUCTIONS FOR 16-INCH SHADE WITH 12" STEM MOUNT

A TURN OFF MAIN POWER BEFORE INSTALLATION. DO NOT DISASSEMBLE SCREWS BETWEEN JUNCTION BOX PLATE AND BRACKET
1. Route power cord through canopy, attach stem coupler to canopy and tighten set screw. (Figure 1)
2. Route power cord through junction box plate and connect to supply wires (see “Electrical Connections” on page 1) with wire
nuts. (Figure 2)
3. Carefully place connection wires inside junction box and attach junction box plate to junction box with (2) junction box screws.
(Figure 3)
4. Secure canopy to the junction box plate with (2) canopy screws and washers. (Figure 4)

—

Figure1 Figure 2 .‘\ Figure 3
A=t "
‘gl\é" Al L’ N
Cano| \\3\\/&\3&\\)\&\\\\&\\)&
i Sets LYER /
Stem Coupler % y
= >
Stem Kit < | =4
Junction Box
Figure 4 Complete )

Washers
Screws

AlconLighting.com © 2024 m (877) 733-5236 m products@alconlighting.com


https://www.alconlighting.com/
https://www.alconlighting.com/catalogsearch/result/?q=11184

	Blank Page
	Blank Page



